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7) Q Claim(s) . is/are objected to. 
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DETAILED ACTION 



1. Applicant's response filed on September 21, 2006 has been carefully 
considered. Claims 1-20 are pending. 



Claim Rejections • 35 USC § 102 

USC^thl^nrm'th^K 9 is f a ^ uotation of the appropriate paragraphs of 35 
action : rejections under this section made in this Office 

A person shall be entitled to a patent unless - 

(e) the invention was described in (1) an application for patent, published under section 122fbl 
by another filed ,n the United States before the invention by the applicant for patent o (2 'a 

rnvt^nT'fH °" T aP ?' iCati ° n for Patent °* another «** ^ the United States befor^ toe 
invention by the applicant for patent, except that an international application filed under theTreatv 

filed £ ^ he'uni'tedstl £' ""f ^ ,he effe0,S f0r purposes of this subsection of a aXlfon 
^X^SZ^^^^^^ - sSL. and 

3. Claims 1-20 are rejected under 35 U.S.C. 102(e) as being anticipated by 
Anand et al. (U.S. Patent No. 6,370,599 B1), hereinafter referred to as Anand. 

Referring to claim 1 
Anand teach: 

A method of improving security processing in a computing network, 

comprising: 

Providing a security offload component in an operating system kernel 
which performs security processing (see figure 2; and column 3, lines 13-60 of Anand); 

Providing a control function in an operating system kernel for directing 
operation of the security offload component (this security offload component is 
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interpreted/Figures 9 through 14 provide flowcharts which illustrate logic that may be 
used to implement an embodiment of the present invention which performs secure data 
transfer offload; and Figures 15 through 17 provide message flow diagrams showing 
message exchanges that may be used to implement secure handshake offload, 
according to another embodiment') which is in according to applicant's description on 
page 11, lines 13-19 of the Specification, see column 3, lines 32-36; and column 15, 
lines 40-56 ofAnand); 

Providing an application program (see abstract, lines 20-28 ofAnand); 
Executing the application program (see abstract, lines 20-28 of Anand); 

and 

Executing the provided control functions, during execution of the 
application program, thereby directing the security offload component to secure at least 
one communication of the executing application program (see abstract, lines 20-28 of 
Anand). 

Referring to claim 2 

Anand teach the claimed subject matter: a method of improving security 
processing in a computing network (see claim 1 above). Anand further disclose 
directing the security offload component to begin securing the communications (see 
column 3, lines 32-36 ofAnand). 
Referring to claim 3 : 

Anand teach the claimed subject matter: a method of improving security 
processing in a computing network (see claim 1 above). Anand further disclose 
directing the security offload component to stop securing the communications (see 
abstract, lines 26-28 ofAnand). 
Referring to claim 4 : 

Anand teach the claimed subject matter: a method of improving security 
processing in a computing network (see claim 1 above). Anand further disclose 
specifying information to be used by the security offload component (see column 10, 
lines 43-63 ofAnand). 

Referring to claim 5 : 
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Anand teach the claimed subject matter: a method of improving security 
processing in a computing network (see claim 1 above). Anand further disclose the 
specified information including the specified encryption key, and other predefined data 
(see column 10, line 64 to column 11, line 12 of Anand). 
Referring to claims 6-7, 16. 20 : 

Anand teach the claimed subject matter: a method of improving security 
processing in a computing network (see claim 1 above). Anand further disclose 
modifying outbound data in preparation for use by the security offload component (see 
column 10, lines 43-63 of Anand). 
Referring to claim 8 : 

Anand teach the claimed subject matter: a method of improving security 
processing in a computing network (see claim 1 above). Anand further disclose the 
certificates (see column 2, lines 55-60; and column 10, line 64, to column 11, line 12 of 
Anand). 

Referring to claim 9 : 

Anand teach the claimed subject matter: a method of improving security 
processing in a computing network (see claim 1 above). Anand further disclose the 
encryption key (see column 10, line 64 to column 11, line 12 of Anand). 
Referring to claim 10 : 

Anand teach the claimed subject matter: a method of improving security 
processing in a computing network (see claim 1 above). Anand further disclose the 
encryption algorithm (see column 10, lines 2-4 of Anand). 
Referring to claim 1 1 : 

Anand teach the claimed subject matter: a method of improving security 
processing in a computing network (see claim 1 above). Anand further disclose that the 
secured outbound data of the executing application is thereby sent to its destination 
directly from the security offload component, after a single path over a data bus from a 
protocol stack of the operating system (see figure 3; and abstract, lines 20-28 of 
Anand). 

Referring to claim 12 : 
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Anand teach: 

A system for improving security processing in a computing network, 

comprising: 

A security offload component in an operating system kernel which 
performs security processing (see figure 2; and column 3, lines 13-60 of Anand); 

At least one control function in the operating system kernel for directing 
operation of the security offload component (see column 3, lines 32-36 of Anand); 

Means for executing the at least one provided control function (see 
abstract, lines 20-28 of Anand); and 

Means, responsive to operation of the means for executing, for directing 
the security offload component to secure at least one communication of an application 
program (see abstract, lines 20-28 of Anand). 
Referring to claim 13 : 

Anand teach: 

A computer program product for improving security processing in a 
computing network, the computer program product embodies on at least one computer- 
readable media and comprising: 

A security offload component in an operating system kernel which 
performs security processing (see figure 2; and column 3, lines 13-60 of Anand); 

At least one control function in the operating system kernel for directing 
operation of the security offload component (see column 3, lines 32-36 of Anand); 

Computer-readable program code for executing the at least one provided 
control function (see column 3, lines 32-36 of Anand); and 

Computer-readable program code, responsive to operation of the 
computer-readable program code for executing, for directing the security offload 
component to secure at least one communication of an application program (see 
abstract, lines 20-28 of Anand). 
Referring to claims 14. 18 : 

Anand teach the claimed subject matter: a system of improving security 
processing in a computing network (see claim 12 above). Anand further disclose 



Application/Control Number: 10/007,582 
Art Unit: 2135 



Page 6 



directing the security offload component to begin securing the communications (see 
column 3, lines 32-36 of Anand). 

Referring to claims 15. 19 : 

Anand teach the claimed subject matter: a system of improving security 
processing in a computing network (see claim 12 above). Anand further disclose 
directing the security offload component to stop securing the communications (see 
abstract, lines 26-28 of Anand). 

Referring to claim 17 - 

Anand teach the claimed subject matter: a system of improving security 
processing in a computing network (see claim 12 above). Anand further disclose that 
the secured outbound data of the executing application is thereby sent to its destination 
directly from the security offload component, after a single path over a data bus from a 
protocol stack of the operating system (see figure 3; and abstract, lines 20-28 of 
Anand). 



Response to Arguments 

4. Applicant's arguments filed on September 21, 2006 have been fully 
considered but they are not persuasive. 

Applicant argues: 

"That is, the security offload component is provided as part of the operating 
system kernel software." (see page 2, second paragraph, Applicant's 
Arguments/Remarks) 

Examiner maintains: 

Applicants amended independent claims 1, 12 and 13 on October 21, 2005 to 
add that the security offload component is in an operating system kernpl | n the 
Amendment, applicants state that "Support for providing the security offload component 
as part of the operating system kernel is provided, for example, at page 11, lines 13-19 
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of the Specification." (see page 1, last two lines, Applicant's Arguments/Remarks, 
October 21, 2005). This cited support merely discloses offload. 

Applicant's specification discloses that the offload component is a hardware 
component in paragraphs: 

"[0127] A preferred embodiment of offloading processing for security session 
establishment and control (and in particular, the handshake process) to an offload 
component will now be described with reference to the message flow diagrams in FIGS. 
15 through 17. As stated earlier, this processing comprises a fourth preferred 
embodiment of the present invention. According to this fourth embodiment, the session 
establishment and control operations are processed by the offload device under the 
direction of the kernel-based SSL component. This is invoked by the Start_SSL 
directive being sent to the offload device. Once the Start_SSL directive is received by 
the offload, processing continues in one of two modes. FIGS. 15 and 16 pertain to the 
first mode, wherein handshake processing messages originate from the kernel. FIG. 15 
depicts a first message flow for this mode, and FIG. 16 depicts a second (alternative) 
message flow which is preferably used when a client's Hello message arrives in a 
different sequence as compared to FIG. 15. FIG. 17 pertains to the second mode, 
wherein handshake processing begins upon receipt of a Start_SSL directive and 
proceeds without further interaction by the kernel, under control of the endpoints, until 
the handshake is complete." (see page 12, paragraph [0127], disclosing the 'offload 
device', of Brabson et al.) 

"[0036] The present invention moves security processing (or control thereof) for 
security protocols such as SSL and TLS (which are connection-oriented protocols) into 
the kernel. In several embodiments, the security processing is performed in the TCP 
layer. In another embodiment, the security processing is offloaded to a component 
which is referred to herein as a n "encryption component" or "security offload 
component"; in this embodiment, the TCP layer is responsible for communicating 
control information to the encryption component. (As will be obvious, the "encryption 
component" may also perform decryption.) The approach of the present invention has a 
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number of advantages over existing implementations that perform security functions in 
the application. As discussed earlier, security processing may greatly increase the 
complexity of application programs, and therefore moving this processing out of the 
application allows the programmer to focus on the task at hand; at the same time, use 
of the present invention enables the application to transmit and/or receive data securely. 
As another example, moving security processing (or control thereof) into the kernel 
allows layers of the stack to access clear text. This may be beneficial in many 
situations, such as when using kernel-based caching, which was described above." (see 
page 3, paragraph [0036], disclosing that an 'offload component' is referred to as an 
"encryption component" or "security offload component", of Brabson et al., emphasis 
added ) 

"[0048] In a sixth scenario, illustrated in FIG. 2F, SSL processing is offloaded 
from the stack yet remains under control of the stack. An encryption component such 
as a hardware accele rator (see reference number 230) may be physically integrated 
with or c onnected to the host in which the stack is located | n preferred embodiments, 
this scenario comprises reserving space for SSL protocol information (such as record 
number and message authentication code) in data packets which are processed by the 
IP layer, and passing control information (such as lengths and offset values to be used 
when encrypting data, digital certificates of the client and server, keys or file names of 
key rings to be used per connection, the encryption algorithm to be used, etc.) between 
the offloading stack and the encryption component. In addition, directives such as 
"Start_SSL" and "Stop_SSL" may be communicated from the offloading stack to the 
encryption component to direct it when to start or stop performing security functions on 
the data it receives. Arrow 240 generally represents the exchange of directives and 
data between the stack and the encryption component. Offloading of decryption may be 
performed in a similar manner. This offloading technique may be used with any of the 
application scenarios previously described (including those that issue SSL directives 
from an application and those that issue SSL calls which operate as no-ops), for 
applications that are SSL-enabled, SSL-aware, or neither SSL-enabled nor SSL-aware." 
(see page 5, paragraph [0048], disclosing that "an encryption component" [i.e., "an 
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offload component"] such as a hardware accelerator may be physically integrated with 
or connected to the host", of Brabson et aL, emphasis added) 

"[0091] A preferred embodiment of the offload processing for data transfer, 
which corresponds to the sixth scenario discussed above, will now be described with 
reference to FIGS. 9 through 14. As was stated, this processing comprises a third 
preferred embodiment of the present invention. FIG. 9 depicts outbound processing 
occurring in the stack of a server, and FIG. 10 depicts outbound processing for the 
offload component (which is also referred to as "the ada pter"! FIG. 1 1 is described 
next, and shows how inbound processing may be performed for a client. FIG. 12 then 
provides outbound client processing. FIG. 13 provides inbound offload processing, and 
finally, FIG. 14 provides inbound processing at the server." (see page 9, paragraph 
[0091], disclosing the "offload component" is also referred as "the adapter", of Brabson 
et aL. emphasis added). What Anand anticipates is providing a security offload 
component in an operating system kernel which performs security processing. 

Applicant argues: 

"...Anand inherently does not disclose or suggest the recitation "providing control 
functions in the operating system kernel for directing operation of the security offload 
component" (see page 3, 1 st paragraph, Applicant's Arguments/Remarks) 

Examiner maintains: 

Anand discloses that "In a computer system environment having an operating 
system and at least one peripheral hardware device, a method for dynamically 
offloading, on a per-packet basis and depending on the then current needs of the 
computer system, an operating task from the operating system to the peripheral 
hardware device, thereby freeing up host processor resources and increasing the 
overall efficiency of the computer system, the method comprising: 

a ste P for ascertaining, by the operati ng system, task offload capabilities of the 
peripheral hardware device : 

a ste P for enabling, by the operating system, selected task offload capabilities of 
the peripheral hardware device that are selected from among the ascertained task 



f 
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offload capabilities, said selected task offload capabilities being enabled to the extent 
such selected task offload capabilities are needed for one or more data packets;" (see 
column 15, lines 40-56 of Anand, emphasis added). 

Thus, Anand discloses providing control functions in the operating system kernel 
for directing operation of the security offload component. 



Conclusion 

5. Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a). 
Applicant is reminded of the extension of time policy as set forth in 37 CFR 1.136(a). 

A shortened statutory period for reply to this final action is set to expire 
THREE MONTHS from the mailing date of this action. In the event a first reply is filed 
within TWO MONTHS of the mailing date of this final action and the advisory action is 
not mailed until after the end of the THREE-MONTH shortened statutory period, then 
the shortened statutory will expire on the date the advisory action is mailed, and any 
extension fee pursuant to 37 CFR 1.136(a) will be calculated from the mailing date of 
the advisory action. In no event, however, will the statutory period for reply expire later 
than SIX MONTHS from the date of this final action. 

Any inquiry concerning this communication or earlier communications from 
the examiner should be directed to Joseph Pan whose telephone number is 571-272- 
5987. 

If attempts to reach the examiner by telephone are unsuccessful, the 
examiner's supervisor, Kim Vu can be reached at 571-272-3859. The fax and phone 
numbers for the organization where this application or proceeding is assigned is 571- 
273-8300 

Any inquiry of a general nature or relating to the status of this application 
or proceeding should be directed to the receptionist whos/telephone number is 571- 
272-2100. S/^ 
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